
Product sheet EN 2020-03-05 

LED linear lighting system 

Short Description:  

Application:   

 



Technical data sheet:  

Product sheet EN 2020-05-05 

K 

W 

C 

lm 

INDEX 
L  W H  

SWE 6.000  

80   37  SWE 4.000  

SWE 3.000  

SWDD 1.445  80  47  

SWD LUMINAIRES 

INDEX POWER VOLTAGE FLUX  EFFICIENCY 

SWDI54 [M] [C] 14[X] D 60 [L] 60 W 230 V 8100 lm 135 lm/w 

SWDI54 [M] [C] 14[X] D 60 [L] HL 60 W 230 V 9900 lm 165 lm/w 

SWDI54 [M] [C] 14[X] D 75 [L] 75 W 230 V 9450 lm 130 lm/w 

SWDI54 [M] [C] 14[X] D 75 [L] HL 75 W 230 V 12000 lm 160 lm/w 

SWDI54 [M] [C] 14[X] D 90 [L] 90 W 230 V 11250 lm 125 lm/w 

SWDI54 [M] [C] 14[X] D 90 [L] HL 90 W 230 V 13950 lm 155 lm/w 

3000 K 

4000 K 

5000 K 

5700 K 

6500 K 

 of : DoC 1701-10/SWE/R 
DoC 1701-16/SWDD/R 



Components & Accessories: 

Product sheet EN 2020-05-05 

 

SWEM - PVC Cover for SWE 

SWDE7 - Connector Wago 

SWDWS - Clamp & Auto griper 

SWDLT3 - Suspension steel wire (3m) 

SKEI65 - Weatherproof cabinet with fuses  

Power cable - according to desing 

SWEZMS - SWE Cover cap at end 

SWEZS - SWE Cover cap at start 

SWDO - SWE/SWD Safety clip 

Wire Mesh Cable Tray (L=3m)  


